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| no worries |

Hello I’m Ger Ronan,

My sincerest thanks for considering 
Yankee Home and our exclusive 
Veridis 1800 series window for 
your home. In a few short weeks 
your home will be transformed in 
both comfort and appearance with 
one of the most energy efficient 
triple pane windows to come to 
the marketplace. Rest assured the 
installation process will be smooth, 
timely and professional.

Yankee was born from the belief that 
improving your home should be a 

stress free and enjoyable experience. In 2002 my involvement with an 
unscrupulous contractor was the catalyst for me to start a company that 
homeowners could trust, not just to do the job right but to warranty the 
work for years to come. Today, we stand by our “No Worries” motto and 
are proud to be called the most referred contractor in New England.

We strive to be your contractor for life with our unique “No Worries” 
assurance. No worries means a pre-installation inspection, weekly status 
updates and a complete after construction survey by an independent 
third party organization. Once a year we will check back in to see 
if everything is to your satisfaction with a complementary annual 
inspection. No worries means just that.

Welcome to the Yankee Family....

Most Efficient
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www.energystar.gov
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1. Stylish Fully Welded 3 1/4 Mainframe with beveled 
colonial exterior curves that are not only beautiful, 
but also allow for maximum weld surface resulting 
in outstanding strength and years of long lasting 
performance.

2. Constructed to represent a traditional wood window 
style. The smallest details, such as the rounded 
beveled edges of the glazing bead, are a nod to the 
classic.  

|  double hung  |

Beautiful internal laminates and modern hardware finishes 3. A variety of hardware options fits harmoniously 
into any décor. 

4. Push Button Spring-Loaded Vent Latches allow 
both window sashes to remain partially open for 
ventilation. 

5. The Sill Dam Wall is Mortised into the Jamb 
adding strength and lowering the possibility of 
leaks that may occur at corner seals.
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Natural Finish
Matte Bronze Lock 

(Optional)

Cognac Finish
Brushed Nickel Lock

 (Optional)

Melrose Cherry Finish
Antique Brass Lock 

(Optional)



|  slider window  |
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Natural Finish
Matte Bronze Lock 

(Optional)

Melrose Cherry Finish
Antique Brass Lock 

(Optional)

Euro-White Finish
Euro-White Lock

 (Standard)

Cognac Finish
Brushed Nickel Lock

 (Optional)

Beautiful internal laminates and modern hardware finishes

1. Brass wheels allow the slider to smoothly glide across its track.
2. The slider features a handle style based on traditional wood windows.
3. Dual heavy duty cam lock & keeper on windows over 24 inches high for added security.

 All colors except Euro-White are available at an additional charge.  Printed colors may not 
match the product’s actual color. See Yankee representative to view  actual color samples.

Euro - White 
(Standard)

Almond (Optional) Cocoa (Optional)

Sandstone 
(Optional)

Terra Brown
(Optional)

Basic Brown
(Optional)

Bronze (Optional)

Custom Colors 
(Optional)

New Exterior Stock Colors



|  casement  |

Our Awning Window  offers a streamlined 
look which is practical in areas with 
obstructions. It cranks out smoothly for 
air circulation while protecting your home 
from the outside elements. 

|  awning  |

A Progressive Multi-Point Locking 
System allows for a weather-
tight seal by drawing the sash 
firmly and securely to the master 
frame. The multi-point locking 
system also offers added security 
by providing additional points of 
reinforcement on the window.

Folding style crank handles, 
standard on all casement 
windows, minimize interference 
with blinds and other window 
treatments.

The casement opens a full 
90 degrees for maximum 
ventilation and easy cleaning 
from inside the home.



|  patio doors  |

Euro-White Finish 
Euro-White Lock

(Standard)

 Almond Finish 
Almond Lock

(Optional)

Cocoa Finish 
Cocoa Lock
(Optional)

Melrose Cherry Finish
Antique Brass Lock

(Optional)

Natural Finish
Matte Bronze Lock

(Optional)

Available Finishes:
Euro-White, Almond, 

Cocoa, Antique Brass, 
Brushed Nickel

M ERIT  L OCK  S Y S TE M INTUITION
(Optional)

Full length heavy gauge reinforcements in 
meeting rails and pull rail provide great rigidity 
and strength. 

Interlocking meeting rail system with 
quadruple weather-stripping for 

dust, and noise.
Anodized aluminum screen 
track, roller track, and 
threshold for increased 
strength , durability, and 
longevity along with an 
elegant appearance.  

Insulated 4mm thick glass with our 
Heatseal Spacer gives your home 

drastic reduction of condensation. 

Thermally welded multi-
chambered 5-5/8” main frame 
provides superior strength and 
thermal insulation. 

Operating sash 
is equipped with 
adjustable, precision 
bearing tandem rollers 
for a smooth and quiet 
operation.

Mini blinds inside insulated glass 
unit. (Optional)

Foam Filled Insulated Extrusions for 

The perfect blend of 
beauty and functionality. 
Our 8200 Series Forester 

Patio Door combines all of 
our incredible structural 

and thermal performance 
features while maintaining 

the traditional look of a 
true wood door.

Forester

Elegante



| bay and bow |
 

* Insect screen cannot support significant amounts of weight. Please 
keep small children and pets away from windows.

Screen

Industry Average Screen ThruVison PLUS®
Standard with 
Veridis1800 Series Windows

ThruVision Plus® is our 
fiberglass improved visibility 
screen. This product does 
for windows and doors what 
high-definition technology has 
done for television viewing: it 
improves the view by making it 
sharper and more vivid.

Give your room more light and space without adding square footage.

30° Bay – DH–Picture–DH 45° Bay– DH–Picture–DH

30° Bow–DH–DH–DH–DH 45° Bow–DH–DH–DH–DH

30° Bay–Casement–Picture
–Casement

45° Bay–Casement–Picture
–Casement

30° Bow–Casement–Casement–
Casement– Casement

45° Bow–Casement–Casement–
Casement– Casement

10° Bay–Casement–Picture
–Casement

10° Bow–5 Pictures

10° Bow–Picture–Casement–
Casement–Casement–Picture

10° Bow–Casement–Casement–
 Picture –Casement–Casement

1 2 3 4

Superior Construction
No other manufacturer has a greater commitment to quality. Our new, redesign Bay and Bow Windows have 
incorporated the latest innovation in fenestration technology to provide a window that is energy efficient, functional, 
and much more beautiful.

1. Two inch Insulated Head and Seat Board with Furniture Grade 
Veneer and Standard 1 ¼ inch jamb.

2. Water Penetration Barrier Below Each Window and Mullion. 

3. Silicone Free Interior and Exterior.

4. Standard Foam Insulated Mullions with Threaded Rod.

• Standard two inch insulated head and seat board.

• Standard rod and cable system

• Water penetration barrier below each window and mullion.

• Silicone free interior and exterior to improve esthetics. 

• Large selection of colors and options

• Create your own style

Features

Styles



Silicon Nitride Barrier
Tin Oxide Optical Filter

Nickel-Chrome Adhesive Barrier
Silver Thermal & Solar Performance Enhncg. L.

Zinc Oxide Performance Enhancing L.
Tin Oxide Optical Filter

Nickel-Chrome Adhesive Barrier
Silver Thermal & Solar Performance Enhncg. L.

Zinc Oxide Performance Enhancing L.
Titanium Dioxide Optical Enhancing L.

Silicon Nitride Barrier

Additional high density 
composite stiffener 
(shown in blue) inside the 
upper part of the sash 
makes our windows 
structurally stronger than 
other windows available 
on the market.

Magnetic Seals (shown 
in black), similar to those 
used in refrigerators, 
drastically reduces 
drafts and greatly 
improves the thermal 
performance of our 
windows.

Magnetic Seal 

Window Sash

Window Frame

Glass

ThermoSeal™ heat reflective coating

Most visible light 
transmitted

Most UV blocked

Most solar heat 
 blocked

Most radiant heat 
 retained
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Glass        ➠
Structure       ➠

Foam Filled Extrusions

Therm
o Perform

ance    

ThermoSeal®  Multi Layer Super 
Glass System

Non-Metalic Spacer

Spacer 
➠

To be eligible for the ENERGY STAR, 

products must be rated, certified for 

both U-factor and Solar Heat Gain 

Coefficient (SHGC) in accordance 

with the procedures if the National 

Fenestration Rating Council (NFRC) at 

levels which meet the following Energy 

Star qualification criteria in one or more 

Climate Zones. Storm windows, window 

films and interior door are not eligible 

for Energy star at this time. The lower 
the U-factor, the better the window 
insulates.

Double Hung Slider Picture Casement

Energy Star Requirement* 0.30 0.30 0.30 0.30
Veridis 1800 Series Window 0.18 0.20 0.18 0.20
Comparison to 
Energy Star Requirement

40% 
Better

33% 
Better

40% 
Better

33%
Better

Double Hung (40” x 63”) Slider (63” x 44”) Picture  (48” x 48”) Industry Minimum

Dual GlazeD 
AAMA Rating   R 60 R50 R 75 R15
Air Infiltration (cfm/ft2) 0.01 0.05 0.01 0.30
Water Penetration (mph) 59 62 66 33
Structural Integrity  (mph) 187 171 210 94

Structural Performance  

Thermal Performance U-Value for windows without grids 

* Northern Climate Zone - 2012   

U-ValUe result are based on tested window sample without grids by NFRC. U-Value, SHGC, VT, CR values may change slightly for windows made with GBG (Grids Between Glass). 
aaMa Rating - Specifies a window/door’s resistance to wind and other dynamic pressures. The higher the DP rating the stronger the window/door. 
aiR infiltRation -  CFM/FT2 - The amount of air in cubic feet per minute that may come through the window/door at speeds of 25mph.
WateR PenetRation -  mph - Specifies wind load pressure in mph a window/door can withstand without leaking, under rain equivalent to 8” per hour.
StRUctURal integRity -  mph - Wind load in mph the window/door can withstand before breaking.

Air Infiltration

The results are based on a tested window sample by AAMA testing window guidelines.  Title of Test & Method: Air Infiltration - ASTM E 283 75 PA - ( 1.6 psf ) 25 mph

Double Hung Window with 1-1/16” Glass IGU, Argon Gas, No grids.

NFRC Label

All result numbers are based on tested window sample by NFRC and AAMA testing window guidelines. Use for comparison purposes only.  Actual values may vary 
depending on installation, size of the window, and other conditions. All illustrations, photographs, and specifications in this publication are based on the latest product 
information available at the time of printing. Some windows shown with optional features. See the actual product for complete accuracy. The manufacturer reserves the 
right to alter or discontinue any model or specification without notice.

www.energystar.gov

Super Spacer® is a registered trademark of 
Edgetech I.G., Inc/ • Intercept® is a registered 
trademark of PPG Industries, Inc.DuraSeal is a 
registered trademark of TruSeal Technologies, 
Inc. • Swiggle is a registered trademark of TruSeal 
Technologies, Inc. Simulation performed by 
Enermodal engineering, Ltd. using Window 5.2. 
All air spaces are 0.562” wide 0.033 emittance 
low-E glass.
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Our Heatseal® Spacer 
guarantees your home the 
warmest glass and least 
condensation possible.

As much as 15.3° F 
warmer sill temperature 
at sightline.

Our Heat Seal® Spacer

Super Spacer® 
Sealed with Butyl

DuraSeal™ 
Single seal

Swiggle™ 
Single seal

Intercept® 
Sealed with Butyl

Aluminium spacer 
Sealed with PIB & polysulifide

Temperature 
Outside - 0° F

Temperature 
Inside - 70° F



| contractor for life |

Yankee Home Improvement
36 Justin Drive, Chicopee, MA 01022

413-341-5259 (Local)   •   877-88-Yankee (Toll-Free)

www.yankeehome.com

Proud of Our Commitment to the CommunityHumble 
Beginnings...

Read our story at 
Gazettenet.com

Serving most of New England ( MA Lic# 160584, CTlic# 0673924, RI Lic# 33382)




